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EVS-1 MULTITIMBRAL
SYNTHESISER MODULE

USER HANDBOOK

IMFORTANT

FLEASE DO NOT SWITCH UNIT ON AND OFF
GQUICKLY . UNIT MUST BE SWITCHED ON
FUR AT LEAST 10 SECONDS TO ALLOW FOR

CORRECT INITIALISATION.




INTRODUCTION

Congratulations on your purchase of the EVS-1. It is a
highly sophisticated electronic MIDI synthesiser, but in
order to ensure correct and safe operation, please take
note of the following points.

Only use the EVS-1 with the power unit supplied and
ensure that the mains voltage requirement shown on the
power unit matches that of your area. Unplug the power
unit from the mains when the unit is to to be left unused for
any length of time.

There are no user serviceable parts inside the EVS-1 and
any unauthorised repairs or tampering will invalidate the
warranty. In case of difficulty, contact your dealer or
authorised service centre.

Should the EVS-1 require cleaning, use only a damp cloth
with a drop of washing-up liquid - do not get the unit wet
and do not use thinners or solvents of any kind as these
will attack the finish.

As with any electronic equipment, try to avoid using the
unit in excessively dusty environments and avoid contact
with moisture.



OVERVIEW

The EVS-1 is a 16-voice, multitimbral synthesiser
expander module capable of playing up to 8 different
synthesiser sounds simultaneously including the on-
board PCM drum sounds.

Each of the 8 parts, termed Banks, may be set to respond
to a different MIDI channel or you may group two or more
Banks to the same MIDI channel to achieve sound
layering. Alternatively, you can create a whole series of
GROUPS and step through these using MIDI program
changes.

The maximum polyphony is 16 notes, though a cascade
function is included allowing two or more EVS-1s to be
linked to give upwards of 32 note polyphony. There are
also alternative Key Modes which determine how the unit
will respond when the maximum polyphony is exceeded.

At the heart of the system is a very sophisticated digital
signal processing system which enables the EVS-1 to
generate 16-bit sounds with a 44.1 kHz sampling rate -
the same high specification as compact disk. Control is
possible only via MIDI which is used both for performance
and editing. Standard MIDI In, Out and Thru sockets are
provided on the rear panel.

The unit contains 100 sound memories or patches, the
first 20 being programmable and the last 80 being factory
presets. Programming of the user sounds is achieved
using the enclosed Atari sound editing and librarian
software which provides a low cost means of storing an
indefinite number of patches.

This will run on any Atari ST series computer, the 1040ST
being the most popular for music software applications.
Included on the editor disk is a further selection of library
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