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WARNING

TO REDUCE THE RISK OF
FIRE OR ELECTRIC
SHOCK, DO NOT EXPOSE
THIS PRODUGCT TO RAIN

CAUTION

RISK OF ELECTRIC SHOCK

DO NOT OPEN

AVIS : RISQUE DE CHOC ELECTRIQUE e rs ovvam

TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMCVE COVER (OR BACK).
NO USER-SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.

The lighting flash with arrowhead symbaol, within an

equilateral triangle, is intended to alert the user to The exclamation point within an equilateral triangle
the presence of uninsulated “dangerous voitage™ is intended to alert the user to the presence oi
within the product's enclosure that may be of important cperating and maintenance (servicing)
sufficient magnitude to constitute a risk of electric instructions in the leterature accompanying the
shock to persons. product.

CAUTION: TO PREVENT ELECTRIC SHOCK, MATCH WIDE BLADE OF PLUG TO WIDE SLOT, FULLY INSERT.
ATTENTION: POUR EVITER LES CHOCS ELECTRIQUES, INTRODUIRE LA LAME LA PLUS LARGE DE LA
FICHE DANS LA BORNE CORRESPONDANTE DE LA PRISE ET POUSSER JUSQU'AU FOND.

This musical instrument is designed for household use, not commercial use.

FCC Information

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part |5 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no guarantee that interference
will not occur in a particular installation,

If this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

Reorient or relocate the receiving antenna.
increase the separation between the equipment and the receiver.
Connect the equipment into an outlet on a different electrical circuit from the receiver.

Consult the dealer or an experienced radio/TV technician for help.

Canadian Radio Interference Regulations
This instrument complies with the limits for a class B digital apparatus, pursuant to the Radio
Interference Regulations, C.R.C., c. 1374.
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Important Safety Instructions

* Read Instructions — This Owner’s Manual contains valuable information that will help you make full
use of the instrument’s many capabilities. All the safety and operating instructions should be read
before the product is operated. ‘

Retain Instructions — The safety and operating instructions should be retained for future reference.
*  Heed Warnings — All warnings on the product and in the operating instructions should be adhered to.
Follow Instructions — All operating and use instructions should be followed.

Water and Moisture - The appliance should not be operated or stored near water or other moisture
- for example, near a bath tub, wash bowi, kitchen sink, or laundry ‘tub; in a wet basement; or near
a swimming pool; and the like.

*  Power Cord Protection - Power-supply cords should be routed so that they are not likely to be
walked on or pinched by items placed upon or against them, paying particular attention to cords
at plugs, convenience receptacles, and the point where they exit from the product.

*  Ventilation — The appliance should be situated so that its location or position does not interfere
with its proper ventilation. For example, the appliance should not be situated on a bed, sofa, rug,
or similar surface that may block the ventilation openings; or similar surface that may block the
ventilation openings; or placed in a built-in installation, such as a bookcase or cabinet that may
impede the flow of air through the ventilation openings.

*  Heat — The appliance should be situated away from heat sources such as radlators, heat reglsters,
stoves, or other appliances (including amplifiers) that produce heat.

Noise — Keep the appl;ance away from electrical motors, neon signs, fluoréséent light fi xtures, and
other sources of electrical noise:

* Shocks ~ Protect the appliance from physical shocks and impact. Never move it while it is in
operation.

To reduce the risk of injury, close supervision is necessary when a product is used near a children,

* Do not touch the power plug with wet hands. There is a risk of electrical shock. Treat the power
cord with care as well. Stepping on or tripping over it can break or short-circuit the wire inside.

* Do not place this product on an unstable or slant cart, stand, tripod, bracket, or table. The product
may fall, causing serious injury to a child or adult, and serious damage to the product. Besides, the
unit may malfunction. Use only with a cart, stand or table recommended by KAWAI, or sold with
the product,

* The appliance, in combination with an amplifier and speakers or headphones, may be capable of
producing sound levels that could cause permanent hearing loss. Do not operate for a long period
of time at a high volume level or at a level that is uncomfortable. If you experience any hearing loss
or ringing in the ears, you should consult an audiologist.

*  This product may be equipped with a polarized line plug (one blade wider than the other). This is
a safety feature. If you're unable to insert the plug into the outlet, contact an electrician to replace
your obsclete outlet. Do not defeat the safety purpose of the plug.

Always turn the power off when the appliance is not in use. The power supply cord of the product
should be unplugged from the outlet when left unattended or unused for long period of time.
Otherwise, fire or other hazards may be caused due to lightning and powerine surges, etc.

*  Care should be taken so that objects do not fall and liquids are not spilled into the enclosure
through openings.

INTRODUCTION : -3



*

Unplug the appliance and power supply cord from the wall outlet immediately and refer servicing
to qualified service personnel under the following conditions:

a) When the power-supply cord or plug is damaged.

b} I liquid has been spilled, or objects have been fallen into the product.

¢) If the product has been exposed to rain or water.

d} If the product does not operate normally by following the operating instructions. Ad|ust only
those controls that are covered by this manual as an improper adjustment of other controls
may result in damage and will often require extensive work by a qualified technician to restore
the product to its normal operation.

e) If the product has been dropped or damaged in any way.

f)  When the product exhibits a distinct change in performance - this indicates a need for service.

. Protect the product from direct sunlight, extremes in temperature (such as inside your car on a

warm day) or humidity, dusty environment, or vibration {especially during transportation).

Always turn down the volume(s) of all instruments (such as guitar or keyboard) before connecting
or disconnecting to the instrument.

Make sure that all POWER switches are off before changing equipment connections.
Check all equipment connections before applying the power.

Do not connect to the same circuit as a heavy load or equipment that generates line noise.
Unplug this product from the wall outlet before cleaning.

Do not use liquid cleaners or aerosol cleaners. Use a damp cloth for cleaning. (Clean the
instrument with a soft cloth, a mild detergent, and lukewarm water.) Never use harsh or abrasive
cleansers or organic solvents.

Servicing — The user should not attempt to service the appliance beyond that described in the
operating instructions. All other servicing should be referred to qualified service personnel.

Do not disassemble or attempt to modify the appliance. Opening or removing covers may expose
you to dangerous voltage.
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WELCOMETO THE K5000R

The K5000R is an Advanced Additive Synthesizer Module that combines unique synthe-
sis capabilities and wide range of control into a single unit.

ADVANCED ADDITIVE TONE GENERATOR

The K5000 series updates the famous K5 synthe31zer tone generator and its
unique additive harmonic synthesis approach. The Advanced Additive Tone
Generator contains 32 source generators, which depending on how they are
used, can yield up to 32 voice polyphony.

PCM samples can also be mixed with additive sources. As few as one or as many as
six sources can be used to make a single sound. For example, a PCM wave of a
piano hammer can be superimposed with the sound of the piano string created by
additive harmonics.

128 BAND FORMANT FILTER

A new addition to the Advanced Additive tone generator is the 128 Band Formant
Filter, which can used as a Parametric EQ or several other configurations. The
Formant Filter is completely controllable by envelopes or LFOs.

PROGRAMMABLE ARPEGGIATOR

The K5000R Programmable Arpeggiator, features a wide range of control, ideal for use in
Tekno and other modern musical styles.

DIGITAL EFFECTS SYSTEM

The K5000R contains an advanced digital effects processor (DSP), which allows four
individual effects of chorus, delay, distortion, etc.,, in addition to reverb and a
graphic equalizer.

When playing a single sound, individual sources can be routed to individual effects;
when playing multiple sounds in Multi mode, individual sounds can be routed to
individual effects.
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IFYOU NEED HELP...

Please consult your local Kawai representative or contact the Kawai distributor in your

country.

ABOUT THE UNIT’S INTERNAL MEMORY

~ The contents of the unit’s internal memory (such as tone data) and system data may be

lost if you turn off the power while writing, saving or loading data.
Do not turn off the power while writing, saving or loading data.

If you have lost your system data, use the following procedure to reload the system
data from the included SYSTEM DISK.

1. Insert the SYSTEM DISK into the disk drive.

2. Press the F8 button beside the LCD.

3. Turn the power on while holding down the F8 button. The installation will begin.

4. It will take about 8 minutes for the installation. You are now ready to use the K5000R.

NOTE:

* If you install this SYSTEM disk, the entire memory will be reset to factory preset
setting and your own personalized data you created will be lost. You may not be
able .to back up the internal memory. So, we recommend that you save your
important data on a floppy disk.

* It is not possible to copy this STSTEM DISK. Retain the SYSTEM DISK with proper
care.

* The contents of the unit’s internal memory may be lost if you turn off the power while
installing system data.

Do not turn off the power while installing system data.

ABOUT THE MEMORY EXPANSION KIT

The K5000 MEMORY EXPANSION KIT may be available in your country. For more
information, please consult your local Kawai representative or contact the Kawai
distributor in your country.
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'K5000R REAR PANEL

ACIN

==

AVIS < RISQUE DE CHOC ELECTRIQUE - memsowe. O
WARNIRG * 1o xeouce TE 2isk OF FRE on ELECRIC SHocK, :
20 W67 EXPOSE THIS PRODIKT TO ZAM OR NOSTORE.

POWER RECEPTICLE

Apply power here (120 Volts AC/ 60Hz).
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MID{ In/Out/Thru
Connect your other MIDI devices here.

/

(OO

MIDI

R L/MONO R L/ MONO

o OmlS OmlS o

NN

. \ MAIN OUTPUTS
INDIVIDUAL OUTPUTS Mono or Stereo
Mono or Stereo, individual sounds _ '
can be routed to these outputs.
If not connected, these signals appear
at the Main Output. '
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CONNECTIONS

POWER

AUDIO

Naturally, the first thing you ought to do with your K5000R is plug it in!

Using the cable provided, connect the POWER jack to an AC outlet.

There are two pairs of audio output jacks on the back, plus the PHONES jack on the
front (in front of the Pitch Bend wheel). This gives you a few choices, depending on
what you're connecting fo:

SOLO PLAY
Just plug your headphones into the PHONES jack on the front and go at it. There's .
plenty of power for phones. Use the MAIN volume slider to control the volume. . -

" INSTRUMENT AM PL.'FI'ER

If you are plugging into an amp, connect the MAIN L/MONO output ]ack on the
rear panel to your amplifier. All sounds will be mixed to this single cable.

STEREOQO SYSTEM

To connect to a music system or amplified speakers, use the two MAIN outputs (L&
R} to get stereo. You'll need adapters or adapting cable to convert the 1/4” Phone
jacks on the K5000R to the RCA pin jacks on your stereo. Make sure to connect the
K5000R to a LINE, AUX, or TAPE input on your stereo.

MIXING CONSOLE

If you've got more than two inputs available, by all means connect the two MAIN
outputs and the two INDIVidual outputs to your mixer. In this way, you can route
certain sounds (piano, strings) through the reverb unit to the Main Outputs; and
send others (bass drum, bass guitar) directly to the INDIVidual outputs without
reverb, or for special studio processing.

When connections are made to the INDIVidual output jacks, the INDIVidual
volume slider on the front panel becomes active. You can adjust each pair of
outputs independently.
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MIDI

There is a full set of MIDI ports on the rear panel of the K5000R: IN, OUT, and THRU

* Information is transmitted from a machine through the OUT port.
* Information is received by a machine through the IN port.
* Information is passes through unaltered by way of the THRU port.

If you want to play the K5000R from another keyboard MIDI drum, Guitar controller,
sequencer or computer, connect it to the MIDI IN jack. -

You will need to set the K5000R's Unit Channe! to match the MIDI channel &e device
transmits on. Press SYSTEM, then MIDI (F8), then Unit CH (L2).

jacks. You'll always make your MIDI connections correctly when considering the flow of
information. ’

You will need to adjust the K5000R’s Channels (in System of Multi) to match the sequencer.

Depending on your configuration.

TUTORIAL
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PLAY THE DEMO

Now that everything is connected, lets see what the K5000R can do!

In the package with your K5000R is a demonstration diskette. Playing this will give a
good picture of the K5000R’s capabilities.

PLAYING THE DEMO

* With the Power OFF, insert the Supplement Disk into the disk drive on the left side
of the instrument.

* Press and hold the F1 button, and while holding, turn on the power.

* The K5000R will startup, and a special Demo Play screen will appear.

* Press F2 or F3 to select a song, then press F1 to Play the song.

¢ Press F1 again to stop.

* Press F2 or F3 to select a new song, or F4 to exit to the K5000R main screen.
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PLAYING SOUNDS

Below is the K5000R Single Play screen. This screen appears after turning on the power.

SINGLE SOUNDS

. The K5000R contains two banks of Single sounds - A & D. Press the SINGLE button to
switch between the two banks. Each bank is organized into groups of 10 patches.

- There are up to 128 patches available in a bank, but the patch memory cah used up by
fewer complex patches. o -

CHOOSING A SINGLE SOUND

* [f not already selected, choose the SINGLE bank, using the SINGLE button on the
front panel. '

¢ Enter a number from 001 to 128 using the NUMERIC buttons at the PATCH
SELECT section.. The patch number on the left upper side of the display will begin
to flash. Then, press ENTER button. The display will stop flashing and the sound
will be selected.

* You can select a sound of the same group quickly if you use the “10’s HOLD”
button. For example, select sound 023 using the procedure mentioned above.
Then, press the “10’s HOLD” button. The color of the right side of the number will
be changed from white to black. Now you can select any patch of the same group
by pressing one of the NUMERIC button.

If you want to select a sound of another group, press the “10’s HOLD” button
again to leave the current group and then select another group.

MODIFYING A SOUND

On the screen there are sliders for Macro Controls (such as “H-Lo”) which can be used to
instantly change the sound quality. , as shown in the illustration above. Push the button
underneath the desired slider, then change the value with the VALUE dial. The slider
image will also move according to your adjustment.

Press the F8 (More) button to advance to the next groups of parameters. In addition,
there are four Assignable controls which can be accessed by pressing the F8 (More)
button once again. Refer to the page 22 for details.

These do not change the preset values of the patch, which can only be changed by
editing the patch — described starting on page 24.
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MULT] SOUNDS

Multi Patches are combinations of up to four Single patches. They can be arranged in
layers, key splits, velocity splits, channel splits, or any combination.

CHOOSING A MULTI
There are 64 Multi patches, M01 ~ M64.

* Choose the Multi bank: press the MULTI button on the front panel.

* Choose a patch using the same procedure as you selected the SINGLE sound as
mentioned on page 17.

MODIFYING A MULTI

On the screen there are Transpose and Volume sliders for each Section, as shown in the
illustration above. Push the button underneath the desired slider, then change the value
with the VALUE dial. The slider image will also move according to your adjustment.

_ These do not change the preset values of the patch, which can only be changed by edttmg
the Multi patch — described starting on page 100.
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PROGRAMMABLE
ARPEGGIATOR

The Programmable Arpeggiator offers a wide range of options to mix preset control with
live performance. The following explanation only hints at what is possible...

* Press SYSTEM, then F2 (Arp) to reach the Arpeggiator Common Page.
* Set the controls as shown in the screen - '

Note (L1} = 48

Rangelo (R1) = C -2
Range Hi(R2)=C 3

Arpeggiator

> Note (UP-RED)J 48
> Gate 50%
> Level 100%

|Velotclkl

Ccommon Parameter

RangelLQ C -2 <
RangeHTI cC 3 «
Play Mode Altnate <

Edid

* Select Single Patch A006 (Reznator).
* Turn on the arpeggiator by pressing the ARPEGGIATOR button - it will light up

red.

ARPEGGIATOR

e In the Jower half of an external keyboard, play a four note chord. The notes will
arpeggiate. You can release the keys and the notes will still play.

* You can play a melody on top of this arpeggio with the right hand.

TUTORIAL
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SINGLE PLAY

Pressing the SINGLE key on the right side of the unit brings up the Single Play
window.

\..AOOI
= ‘H‘

i

The name of the patch is displayed.

CHANGING SINGLE PATCHES

Single patches are arranged in 2 banks, A & D. To change banks, press SINGLE again. Each
bank is arranged in groups of 10 patches.

There are two ways to select a patch:

1) To select a patch from 001 to 128, use the Patch Select keys 0 through 9 on the right side of
the panel. Then, press the ENTER button to enter the number.

2) Once you entered a patch, you can quickly select a different patch in the same group
using the “10’s HOLD” button. For example, select sound 023 using the procedure
mentioned above. Then, press the “10’s HOLD” button. The color of the right side of
the number will be changed from white to black. Now you can select any patch of the

- same group by pressing the 0-9 key corresponding to the last digit of the patch number.

To select a patch of the different group, press the “10’s HOLD" button again to leave the
current group and then select the new patch.

NOTE:

In the Single Bank, there is not a fixed number of patches. Instead there is a fixed amount
of memory for the patches. If your patches are simple, more of them can be stored. As a
result, all patch locations may not be available.

MODIFYING PATCHES

In Single Play mode, the buttons F2 - F8 at the center of the instrument are available for
instant edit. On the screen there are sliders for Macro Controls (such as “H-Lo”) which
can be used to instantly change the sound quality. , as shown in the illustration above.
These controls are described below. They add and subtract from the original values
contained in the patch, and affect all sources.

Push the button underneath the desired slider, then change the value with the VALUE
dial. The slider image will also move according to your adjustment.

Press the F8 (More) button to advance to the next groups of parameters. Press the F8
(More) button again and you will see also four Assignable controls which can be
programmed as part of each patch. The programmed function is displayed on the screen.
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HRM LO
This control adjusts the level of the lower harmonics. This does not adjust the low notes,
rather it adjusts the low end of any note.

HRM Hl
_'This control adjusts the level of the upper harmonics. This does not ad]ust the high notes,
rather it adjusts the high end of any note.

EVEN/ODD

* This control adjusts the balance of even versus odd harmonics. A positive value boosts
the even harmonics and cuts the odd ones, a negative value cuts the even harmonics and
boosts the odd ones. :

'FF BIAS
This control adjusts the Formant Filter Bias, or center frequency.

FF SPEED
‘This control adjusts the speed of the LFO or Envelope controllmg the Formant Filter.

FF DEPTH
Adjusts the Formant Filter LFO or Envelope Depth.

CUTOFF
This adjusts the filter cutoff frequency. Turn this up to make the sound brighter.

RESONANCE
This adjusts the filter resonance.

YELOCITY
Scales the velocity plus or minus. Use this control to adjust the way the patch responds
to the dynamics of your playing.

ATTACK
This adjusts the envelope attack time for the DCA and DCE. Turn it down (minus value)
to make the attack sharper, turn it up to make the attack smoother.

DECAY
This adjusts the initial decay for both the DCA and DCF envelopes. Turn it down (minus
value) to make the decay sharper, turn it up to make the decay smoother.

RELEASE
This adjusts the release or final decay time for both the DCF and DCA envelopes. Turn it
up to make the sound fade out longer after releasing the keyboard.

SELECTING A USER ARPEGGIATOR PATTERN

There are eight user arpeggiator patterns that can be stored in the K5000R.

To select a User Pattern:

¢ Select Main menu of the Single or Multi patch.

* Press the R1 button to select arpeggiator menu.

* Press the F3 button to select note field..

o Turn the VALUE dial to select the desired user arpeggiator pattern (U1 - U8).

To return to Main menu:
¢ Press the R1 button (Main) to select Main menu.

For information about programming a pattern, see page 109
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SINGLE EDIT

Pressing EDIT brings up the Edit Menu. All editing pages can be accessed from this page
. or by using the Patch Select buttons to the right of the screen — see the legends underneath
the buttons.

\ AQ0Q6 Rezonator Menu

> Common Additive
> DCO LFO & Copy
w" . DBCF Control

/ Effect

AN

LI COMMON
Jumps to the Common section, see page 25.

L2 DcCoO :
Jumps to the DCO section, see page 30.

L3 DCF
Jumps to the DCF section, see page 32.

14 DcA -
Jumps to the DCA section, see page 35.

RI ADDITIVE
Jumps to the ADD section, see page 37.

R2 LFO & COPY
Jumps to the LFQ section, see page 51.

R3 CONTROL
Jumps to the Control section, see page 53.

R4 EFFECT |
Jumps to the Effect section, see page 61.
NOTE:

Throughout the various pages of Single Edit mode, the F2 through F7 keys can be
used to turn individual sound sources on or off.

EXITING EDIT MODE

Press EXIT to return to Play Mode. Depending on which page is displayed, you may
need to press EXIT more than once. If you have made any changes to the patch, an
alert message appears, asking if you want to “Save”. Press WRITE to save, or F8
{Quit) to exit without saving. To continue editing, press EDIT.
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COMMON

The Common section contains several pages of basic parameters such as the patch
name, below.

AQ0Q01 Runner Common /
> -> ranc RUNNEK . 2|

> <- :

(USSR (}*+,-. /0123456789 ;; <=>7 ;

@ABCDEFGHIJKLMNOPQRSTUVWXYZ[. 1~_
‘abecdefghijkluonoparstuvwxyzf{ |} -

[More]

L1 and L2 move through the name forward and back, respectively. Use the Value
-dial to select a letter.

F8 MORE
Advances to the next page of Common parameters, below.

‘A001 Reznator

Volume 128 Sources

>
> Poly POLY &AM
> Portamento OFF

rta Speed 0

Ll VOLUME
Sets the master volume for the program.

L2 POLY
Sets the polyphonic mode for the patch.

POLY  Standard polyphonic mode
SOLO1  Monophonic mode. Each key played re-triggers the envelopes.

SOLO2 Monophonic mode. Sustained keys played do not retrigger the
envelopes.

L3 PORTAMENTO , _
This turns on Portamento for the patch. When ON, the sound will slide to
each new pitch. :

L4 PORTAMENTO SPEED
Sets the speed of the glide. The Portamento changes pitch at a constant rate —
a larger interval takes longer than a shorter one. '

Rl SOURCES
Sets the number of sources for the patch. Patches can have up to six
sources. Remember that the more sources used in a patch, the fewer notes
that can be played.
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R2 AM
Selects sources for Amplitude Modulation. One source can be set to modulate
an adjacent source, i.e., 1>2.

FI BACK
Goes back to the previous Common page, above.

F8 MORE
Goes to the Macro and Switch Controller pages, below.

MACRO CONTROLLER

The next two pages control the functions of the four assignable user controls. Each
control can manipulate two parameters.

Modulation Destinations are the same as those for the other controllers. See page
56 for a listing.

A001 Reznator Macro Controller

Userl User? Z
Destl Level Destl LFO Speed < /
Depthl +16 Depthl +10 < oy
Dest2 Pitch Dest2 Pitch < g,%
Depth?2 0 Depth2 < i

Mor \

LI DESTI

Selects one (of two) destinations for User Control 1.

L2 DEPTHI
Sets the amount of control for Destination 1.

L3 DEST2
Selects the other destination for User Control 1.

L4 DEPTH2
Sets the amount of control for Destination 2.

R1 DESTI
Selects one (of two) destinations for User Control 2.

R2 DEPTHI
Sets. the amount of control for Destination 1.

R3 DEST2
Selects the other destination for User Control 2.

R4 DEPTH2
Sets the amount of control for Destination 2.

F& MORE
Goes to User Controls 3 &4.
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A001 Reznator Controller

User3.
> Destl Vibratoc DP Panpot <
> Depthl +16 +31 <
> Dest2 Pitch

Pitch <
0

LI DESTI
Selects one (of two) destinations for User Control 3.

L2 DEPTHI
Sets the amount of control for Destination 1.

L3 DEST2 _
- Selects the other destination for User Control 3.

L4 DEPTH2
Sets the amount of control for Destination 2.

Rl DESTI
Selects one (of two) destinations for User Control 4.

R2 DEPTHI
Sets the amount of control for Destination 1.

R3 DEST2
Selects the other destination for User Control 4.

R4 DEPTH2
Sets the amount of control for Destination 2.

F8 MORE
Goes to the Switch Controller page, below.

SWITCH CONTROLLER

This page contains settings for the functions when the K5000R received MIDI message
from KAWAI Advanced Additive Synthesizer K5000S. You can select functions for
programmable buttons below the disk drive, and the programmable footswitch jacks on
the rear panel of the K5000S. :

NOTE:
The settings on this page take effect only if the Switches in the System page are set to

Single - see page 107. ‘

> Switchl OFF Footswl OFF <|
> Switch?2 OFF FootSw2 OFF <
w"lonly effective if System FSW is "Single"

A001 Reznator Switch Controller

REFERENCE SECTION « SINGLE SECTION
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The switches can be set to any of the following functions:

OFF
Switch will have no effect.

HARM MAX
Sets all harmonics to maximum level.

HARM BRIGT
Sets all harmonics into a bright configuration (higher harmonics louder than
lower harmonics).

HARM DARK
Sets harmonics into a dark configuration (first harmonic is set to maximum,
other harmonics set to successively lower levels — sharp dropoff rate).

HARM SAW

Sets harmonics into a configuration that generates a Sawtooth wave (first
harmonic is set to maximum, other harmonics set to successively lower levels
- smooth dropoff rate).

SELECT LOUD
Switches the harmonics selection to Loud, regardless of the current setting.

ADD OCT
Adds the “Octave” harmonics — those tuned to octaves above the fundamental
pitch: 2, 4, 8, 16, 32 — to the current harmonic series.

ADD 5TH
Adds the “fifth” harmonics — those tuned to a fifth above the fundamental
pitch: 3, 6, 12, 24, 48 — to the current harmonic series.

ADD ODD
Adds the odd numbered harmonics — 3, 5, 7, etc. = to the current harmonic
series.

ADD EVEN
Adds the even numbered harmonics — 2, 4, 6, etc. — to the current harmonic
series.

HE#|
Switches the harmonic envelope rapidly between odd and even harmonics -
however the first three harmonics stay on constantly.

HE#2
Sets the harmonic envelope to emphasize atfack, and turns on feedback.

HE LOOP
Turns on harmonic envelope looping. See page 42.

FF MAX
Sets the formant filter frequency to maximum.

FF COMBI
Turns on the formant filter LFO at a slow rate.

FF HICUT
Sets the filter frequency low to cut out all the high frequencies.

FF COMB2
Turns on the formant filter LFO at a fast rate.
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LI

L2

R

R2

SWITCHI
Selects the functon for switch 1.

SWITCH2
Selects the function for switch 2.

FOOTSWI

Selects the function for footswitch 1.

FOOTSW2

Selects the function for footswitch 2.

REFERENCE SECTION = SINGLE SECTION
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DCO

Pressing DCO in the Single Edit menu brings up the following screen which contains the
DCO parameters.

( A001 Runner DCO
Wave Type ADD KS Pitch S0cent <
PCM Wave No. Fixed Key c-1

VVVYV

LI WAVETYPE
Selects the wave type for the source: ADD for the additive synthesizer, PCM for
sample waves.

L2 PCMWAVE NUMBER
Selects the PCM wave to be used. See page 124 for a list of waves.

NOTE:
This has no effect if ADD is the selected wave type.

L3 COARSE
The coarse frequency in semitones. The range is two octaves above or below.
L4 FINE
The fine frequency setting. Use this for detuning the wave to create beating or
fullness.

Rl KS PITCH :
When the Fixed Key is being used (not Off, below} this parameter adds the key
value to control the pitch. This can be used to play in quarter-tones, or to add
“stretch” to the tuning. The reference point is the Fixed Key value.

Fixed Key Numbar
(Bias)

R2 FIXED KEY
Sets the fixed pitch for the source. The range is A-1 to C7. If Off, then normal key
tracking applies.

F8 MORE
Goes to the DCO Pitch Envelope page, below.
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'DCO PITCH ENVELOPE

The DCO Pitch envelope changes the pitch of the sound over time. Many acoustic
instruments have small pitch changes during their initial attack - pulling guitar
strings and embouchure in wind instruments ~ which can be simulated using the
DCO Pitch Envelope.

Because of its function during the attack phase of the sound, the DCO Pitch Enve-
fope has only attack and decay functions — it does not sustain.

L3

L4

RI

R2

§> strt L §
‘ >
g />

aA006 Reznator Pitch Envelope

Atak T

Atak L

g - Time
> Dcay T i}

lBack|[s1 pils2--||s3 alls4 alls5--|[s6--
| I

STRT L (STARTING LEVEL)
Sets the starting level for the envelope.

ATAKT (ATTACKTIME)
When a note is played (note on), the envelope will go from the starting level
to the Attack Level in this amount of time.

ATAK L (ATTACK LEVEL)
Sets the level after the initial attack.

DECYT (DECAY TIME)
After reaching the attack level, the envelope will then go to zero in this
amount of time.

LEVEL (VELOCITY TO LEVEL)

This controls how much the key velocity affects the amount of pitch envelope.

TIME (VELOCITY TO TIME)
This controls how much the key velocity affects the overall time of pitch envelope.
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DCF

Pressing DCF in the Single Edit menu brings up the following screen which contains
the DCF parameters.

Resonance
DCF Level
KS to Cut
Velo to Cut

> Mode
=~ velo curve

LI DCF

This turns on the DCF. If Active, the signal is routed through the DCEF. If set to
Bypass, the sound does not pass through the DCF.

L2 CUTOFF
Sets the basic filter cutoff frequency.

L3 MODE
Sets the type of filter. The choices are:

Lo Pass Low Pass Filter — Cuts off the high frequencies (lets the low frequen-
cies pass thru)

HiPass High Pass Filter ~ Cuts off the low frequencies (lets the high frequen-
cies pass thru)

L4 VELO CURVE

Selects a velocity response curve. Works with Velo to Cut to tailor how the filter
cutoff is affected by the key velocity.

RI RESONANCE
Sets the amount of filter resonance. The higher the setting, the more nasal the
sound.

R2 DCF LEVEL
Adjusts the input level to the filter.

R} KSTO CUT
Controls how much the Key Scale affects the filter cutoff frequency.

R4 VELOCITYTO CUT
' Controls how much the Velocity affects the filter cutoff frequency.

F8 MORE
Goes to the DCF Envelope page, below.
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DCF (FILTER) ENVELOPE

This screen controls the envelope generator for the filter.

30

Li

L2

13

L4

RI

R2

R3

F8

3] = 1> peyl 1
/uJ_.Jl E ol ke
%

\ A006 Reznator ‘ - . DCF Envelope
\ > Depth Dey2 T
> Atak T cy2 L

> Decyl T AV Releas

ENV'ELOPE
PARAMETERS

DEPTH
-Scales the strength of the entire envelope.

ATAKT (ATTACKTIME)
When a note is played (note on), the envelope will go from zero to maximum
in this amount of time. A short attack time gives a sharp edge to the start of

_the sound like a piano. A long attack gives a more legato effect.

DCY T (DECAY | TIME)
After reaching the maximum, the envelope will go to the decayl level in this
amount of time.

DCYI L (DECAYI LEVEL)
After reaching the maximum, the envelope will go to this level.

DCY2T (DECAY2 TIME)
After reaching the decayl level, the envelope will go to the decay2 level in this
amount of time.

DCY2 L (DECAY2 LEVEL)
The sustain level. After Attack, Decayl, and Decay2, if a note is still held on it
will sustain at this level.

RELS T (RELEASE TIME)
When a note is released {goes off) the envelope will return to zero in this

amount of time.

MORE
Goes to the next page of parameters, which modulate the envelope.
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Lt

L2

Rl

R2

R3

4006 Reznator DCF Modulation

> K8 to Attack
> KS to DCY1

Velo to Env
Velo to Atk
Velo to DCY1

KSTO ATTACK
Adds Key Scale to control the Attack time,

KSTO DCY1
Adds Key Scale to control the Decay 1 time.

VELO TO ENY
Adds Velocity to control the overall envelope level. The more velocity, the
more the filter will open.

VELO TO ATK
Adds Velocity to control the Attack time.

VELO TO DCYI
Adds Velocity to control the Decay 1 time.
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DCA

The Digitally Controlled Amplifier (DCA) sets the volume of the sound. It is con-
trolled by an envelope to shape a sound’s overall transient characteristics.

The DCA envelope screen shows a visual representation of the envelope.

NV/4

LI VELOCITY CURVE
Selects a velocity response curve to tailor the response of the DCA to key
velocity.

L2 ATTACKTIME
When a note is played (note on), the envelope will go from zero to maximum
in this amount of time. A short attack time gives a sharp edge to the start of
the sound like a piano. A long attack gives a more legato effect.

L3 DECAYITIME
. After reaching the maximum, the envelope will go to the decayl level in this
amount of time.

L4 DECAYI LEVEL
After reaching the maximum, the envelope will go to this level.

Rl DECAY2TIME
After reaching the decayl level, the envelope will go to the decay2 level in this
amount of time.

R2 DECAY2 LEVEL
The sustain level. After Attack, Decayl, and Decay2, if a note is still held on it
will sustain at this level.

R3 RELEASETIME
When a note is released {(goes off) the envelope will return to zero in this
amount of time.

F8 MORE
Goes to the DCA Modulation page, below.
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DCAMODMAMON

This page offers parameters to modlfy the DCA envelope by key scale (which note is
played) or velocity (how hard a key is played). Careful use of these parameters can
add life and expression to any sound.

\\// :

(A001 Runner DCA Modulation
KS TO DCA ENV . VYELO TO DCA ENV,
Level Level

Attack Time
Decayl Time
Release

Back||s1 plls2--]ls3 allsa alfs5--][s6--]]

Attack Time
Decayl Time
Release

AANA

¥os
ks
-
<

VVVYV

MODULATION BY KEY SCALE:

Ll

L2

L3

L4

ENVELOPE LEVEL

Uses key scale to control the maximum amount of the envelope. With a
positive value, a higher key will have more envelope dynamics and a lower
key will have less dynamics.

ATTACKTIME
Uses key scale to control the attack time. With a positive value, a higher key
will have a longer attack time and a lower key will have a shorter attack time.

In nature, lower instruments (baritone sax, for example) have a longer attack
time than higher instruments (alto sax). Using negative amounts of this
parameter will simulate this.

DECAY1 TIME
Uses key scale to control the decayl time. With a positive value, a higher key
will have a longer decay time and a lower key will have a shorter time.

RELEASE TIME
Uses key scale to control the decayl time. With a positive value, a h:gher key
will have a longer release time and a lower key will have a shorter time.

MODULATION BY VELOCITY:

RI

R2

R3

R4

ENVELOPE LEVEL

Uses velocity to control the maximum amount of the envelope. With a posi-
tive value, a harder (louder) key will have more envelope dynamics and a
softer key will have less dynamics.

ATTACKTIME

Uses velocity to control the attack time. With a positive value, a harder
(louder) key will have a longer attack time and a softer key will have a shorter
attack time.

In nature, softer notes generally have a longer attack time than louder notes.
Using negative amounts of this parameter will simulate this.

DECAY| TIME
Uses velocity to contro] the decayl time. With a positive value, a harder (louder)
key will have a longer decay time and a softer key will have a shorter time.

RELEASETIME

Uses attack velocity to control the release time. With a positive value, a faster
key release will have a longer release time and a slower release will have a
shorter time. Again, negative values of this parameter are more natural.
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ADDITIVE

This section presents the editing parameters for Kawai’s ADD harmonic synthesizer.

~ The first ADD screen presents seven submenus for navigation.

A002 Launcher Menu
Normal Mode Morf Mode

\> Harmonic Lv1{DHL) Morf <«
> Harmonic Env{DHE)" : X

FL) Formant Lv1(DFL) <
FE)

> Formant Lvl{
- . Formant Env(DFE) <

. b Formant Env(
oo /

S

wlw]

LI HARMONIC LEVEL
Goes to DHL page, where the level of individual harmomcs can be adjusted.

L2 HARMONIC ENVELOPE _
Goes to DHE page, where the harmonics can be enveloped.

L3 FORMANT LEVEL
Goes to the DFL page, where the formant filter can be ad]usted

L4 FORMANT ENVELOPE _
Goes to the DFE page, where the formant filter can be enveloped.

RI MORF _ _ _
- Goes to the Mozrfing page, which is a harmonics programming assistant.

NORMALYS MORF

There are two programming modes, Normal and Morf. Any additive source
uses one or the other. The main differenice is in how the Harmonic Envelopes
are utilized. For this reason, if you change to Morf mode (by executing a
morf), the DHE parameters are replaced by new Morf settings. Other sections
are not affected.

R3 FORMANT LEVEL
.Goes to the DFL page, where the formant filter can be adjusted.

R4 FORMANT ENVELOPE
Goes to the DFE page, where the formant filter can be enve]oped
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HARMONIC LEVEL (DHL)

Selecﬁng Harmonic Level from the previous page brings you to the DHL Menu page,
where you can select pages for direct manipulation of the harmonic levels.

A023 Launcher . DHL Menu

> Harmonic Level Copy

> Common : /
> Harmonic Level Edit /
t

/ [s1 alls2 p]ss allss alfss--][se--]

LI COMMON
Edits parameters common to all harmonics.

L2 HARMONIC LEVEL EDIT
Goes to a visual display of harmonics, where mdlwdual harmonics can be
adjusted.

L3 HARMONIC LEVEL COPY
Copies sets of harmonics from one patch to another.

COMMON

Edits parameters common to all harmonics.

2023 Launcher DHL Common
Balance

\> Total Gain 63 Vel Curve 3
> ES to Gain 0 Vel Depth 63
- > Harmonic Group HI

ls1 alls2 plls3 allsa all{ss--|ls6--]

L1 TOTAL GAIN :
This is the master level for this harmonic group.

12 KSTO GAIN
This adjusts how much the Key Scale controls the gain of the harmonic group.
With a positive value, high notes will have a higher gain than low notes.

L3 HARMONIC GROUP
In the K5000R, each source can use a harmonic bank of 64 harmonics. This param-
eter selects whether the first 64 harmonics (1 — 64, starting at the fundamental)} or
harmonics 65 — 128 are used.

By ifself, the Hi harmonics group has a tonality similar to metallic percussion
instruments.
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-RlI  VELOCITY CURVE :
12 velocity curves are available to adjust the response of the harmonic enve-
lope to the touch of your playing. This curve is used for all sections of the
patch. Curve #5 (below) equals an exact 1:1 correlation, the other curves
weight the response in different directions.

10 Il 12

RZ VELOCITY DEPTH
This sets the velocity crossfade between the soft and loud harmonic groups.

HARMONIC LEVEL EDIT

Goes to a visual display of harmonics, where individual harmonics can be adjusted.

; 2023 Launcher Harmonic Level
; m SOFT Edit Group

Bright
1

H
H||||I Level 127
Selct Soft

AARATA

> >
.-"55: <

S1 ;:rsz plls3 allss al[s5--][s6--]
|

L3 NEXT HARMONIC
L4 PREVIOUS HARMONIC
" These buttons select an individual harmonic. The small arrow under the
harmonics displays which harmonic is selected, and its number and value can
be seen on the right side of the screen {R2 and R3).

R1 EDIT GROUP
Since editing harmonics one at a time can become quite cumbersome, the Edit
Group function allows you to select harmonics to modify as a group.

HARMONIC GROUPS
Harmeonics can be grouped in the following categories. The dots underneath
the harmonic bars show which harmonics are selected.

BRIGHT

The upper 32 harmonics.

DARK

The lower 32 harmonics.

DD

The odd numbered harmonics.
EVEN

The even numbered harmonics.

OCT
Each harmonic tuned to an octave of the fundamental pitch: 1, 2, 4, 8, 16, 32, 64
(when lo is selected) / 128 {(when hi is selected).
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R2

R3

R4

5TH
Each harmonic tuned to a fifth above of the fundamental pitch: 3, 6, 12, 24, 48
(whenlo is selected) / 96 (when hi is selected).

ALL
All 64 harmonics.

EACH
Only the selected harmonic, the pointed to by the arrow under the
harmonic display.

HARMONIC NUMBER
Uses the Value dial to select 2 harmonic for display. The small arrow under the
harmonics displays which harmonic is selected.

LEVEL
Adjusts the level of the selected harmonic(s).

SELECT
Selects a harmonic group to edit (soft or loud). These two sets can be
crossfaded by velocity.

HARMONIC LEVEL COPY

From this screen, you can copy sets of harmonics from one patch to another. Since
there are so many parameters in a harmonic series, this makes creating and modi-
fying patches less time consuming.

L2

L3

A023 Launcher _ DHL Copy /
». O .

{ 1 1| --> SRC1 ~

i-8 N

is2 plisa ajiss A”SS--U.SG--”Execl \

SINGLE
Select the Patch to copy from. Pressing L2 switches between Soft and Loud.

SOURCE
Select the Source from within the selected patch to copy from, 1 — 6. Pressing
L3 switches between Soft and Loud variations.

*#* = no copy. This means that this side {(soft or loud) will not be copied.

F2~F7 DESTINATION

F8

Press the F2~F7 buttons to select which source (of the current patch) that the
copy will be made to.

EXECUTE
Press this to make the copy.
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HARMONIC ENVELOPE (DHE)

This screen is the menu for Harmonic Envelope functions.

\ A023 Launcher DHE Menu
> Harmonic Envelope Multiview

N > Harmonic Envelope View
— > Harmonic Envelope Copy

/ ~ is1 alls2 p||s3 alis4 allss--][s6--]

LI HARMONICS ENVELOPE MULTIVIEW
Displays individual parameters for all 64 harmonic envelopes simultaneously.

L2 HARMONICS ENVELOPE VIEW
Displays all parameters of a single harmonic envelope.

L3 HARMONICS ENVELOPE COPY
Copies harmonic envelopes from a Single patch in memory to the current
patch being edited.

HARMONIC ENVELOPE MULTIVIEW

The Harmonic Envelope Multiview screen shows individual segments of the harmonic
envelope for all harmonics side by side. The display shows the rate on the left and the
level on the right. The harmonics selected for editing are shown by the dots and the
arrow underneath the graphs. Compare this screen to the Harmonic Envelope View
screen (described on page 43), which shows all segments of a single envelope.

The harmonic envelope starts at zero. However the Attack phase can go above or
below zero and the release does not have to end at zero, like a DCA envelope does.

Edit Group LVL= 63

\> Bright Atk <
> > <
— < B <

\ 2023 Launcher DHE Multiview

3 / Harme IS‘B Pl |S BAHS4 ¢Ai 15 — :”s;—— I
| | | I 1 |

LI EDIT GROUP
Since editing harmonics one at a time can become quite cumbersome, the Edit
. Group function allows you to select harmonics to modify as a group.

- HARMONIC GROUPS
Harmonics can be grouped in the following categories. The dots underneath
the harmonic bars show which harmonics are selected.

BRIGHT
The upper 32 harmonics.

REFERENCE SECTION =« SINGLE SECTION 41



L2

DARK

The lower 32 harmonics.

QDD

The odd numbered harmonics.

EVEN
The even numbered harmonics.

oCT
Each harmonic tuned to an octave of the fundamental pitch: 1, 2, 4, 8, 16, 32, 64
{when lo is selected) / 128 (when hi is selected).

5TH

‘Each harmonic tuned to a fifth above of the fundamental pitch: 3, 6, 12,

24, 48 (when lo is selected) / 96 (when hi is selected).

ALL
All 64 harmonics.

EACH ' :
Orly the selected harmonic, the. pointed to by the arrow under the harmonic

- display.

LOOP
To enhance motion in the sound, the harmonic envelopes can loop among
several settings during the sound’s sustain.

OFF
No loop. Envelope goes to the Decay 2 Level and sustains there, the same as
the envelopes for the DCF and DCA.

LPI
Loops between Decay 1 Level and Decay 2 Level, at the Decay 2 Rate.

LP2 : :
Loops between Decay 1 Level and Decay 2 Level, but uses both Decay 1 and
Decay 2 Rates.

BELEN

AIAIT

LOOP | SUSTAIN LOOPS EVENLY BETWEEN DECAY | & DECAY 2

WITH LOOP OFF
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L3
L4

Ri

R2

R3

R4

NEXT HARMONIC

PREVIOUS HARMONIC

These buttons select an individual harmonic. The small arrow under the
harmonics displays which harmonic is selected.

ATTACK (RATE & LEVEL)
Press R1 to switch between the Attack Rate and Attack Level. Use the Value
dial to change the setting.

DECAY | (RATE & LEVEL)
Press R2 to switch between the Decay 1 Rate and Level. Use the Value dial to
change the setting,.

DECAY 2 (RATE & LEVEL)
Press R3 to switch between the Decay 2 Rate and Level. Use the Value dial to
change the setting.

RELEASE (RATE & LEVEL)
Press R4 to switch between the Release Rate and Level. Use the Value dial to
change the setting.

HARMONIC ENVELOPEVIEW

This display shows all the envelope parameters for a single harmonic on one
screen, another way of looking at the harmonic envelopes.

L2

L3

R3

R4

DHE View
RLS
0 |
0 Harmonic 1 <

Decay Loop Off <«

alfsa alss-I[se ][]

LEVEL _
Press 1.2 to cycle through the level settings for Attack, Decay 1, Decay 2, and
Release. Use the Value dial to change the setting.

RATE
Press L3 to cycle through the rate settings for Attack, Decay 1, Decay 2, and
Release. Use the Value dial to change the setting.

HARMONIC
This selects the harmonic to modify. Each of the 64 harmonics has its own
envelope.

DECAY LOOP
To enhance motion in the sound, the harmonic envelopes can loop among
several settings during the sound’s sustain. See the diagram on the previous page.

OFF
No loop. Envelope goes to the Decay 2 Level and sustains there, the same as
the envelopes for the DCF and DCA.

LPI
Loops between Decay 1 Level and Decay 2 Level, at the Decay 2 Rate.
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LP2
Loops between Decay 1 Level and Decay 2 Level, but uses both Decay 1 and
Decay 2 Rates.

HARMONIC ENVELOPE COPY

From this screen, you can copy sets of harmonic envelopes from one patch into the
current patch. Since there are so many parameters in a harmonic envelope, this
makes creating and modifying patches less time consuming.

A023 Launcher DHE Copy /
> Single No. 1 ]

> Source NoO. --> SRC1
\ :

mlsz plfs3 al]lsa allss--1[ss--|[Exed] \
I R A R T I

i  SINGLE NUMBER
This sets the patch to copy the harmonic envelope from.

L2 SOURCE NUMBER
This sets the source from the Single. patch (selected above) to copy from.

.F2 - F7 DESTINATION SOURCE
Press the Source function key to select which source the envelope will be
copied to. The display shows the destination as --> SRC#.

F8 EXECUTE
Press this to make the copy.

FORMANT FILTER LEVEL (DFL)

The K5000's Formant Filter is a 128-band graphic equalizet, which can be used to
create additional additive effects.

A023 Launcher . DFL Menu )

> Formant Filter Level Edit
> Formant Filter Level Copy

/1\\

ls1 alls2 plis3 allsa aliss--i{s6--]
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The following chart shows the pitch and frequency of each filter band. The Bias control

can be used to slide the entire range up and down.

Band 70= 440Hz

Iif the BIAS is set to +12,Band 70=220Hz. -
If the BIAS is set to:-12, Band 70=880Hx. :
The Formant Filter Envelope value works the same as the BIAS.
If the Formant Filter Env. is set to a minus value, the filter moves to the right.

CENTER FREQUENCY OF 128 BAND FORMANT FILTER (BIAS=0)

T | o3 | ¢ st | w8 |6k | 8

Band Freq.- Key Band Freq.- Key Band Freq.-
z. Hz. 1.

I ] C] B 52 | G# | 4 130 E | % 093 ¢
2 9 # 34 55 A 66 349 F 98 i1 (#
3 9 D 35 3] A# 67 370 il % 1349 D
4 10 D 36 62 B 68 k3 G 100 1489 D#
5 10 i 37 65 C 69 415 | 6# 101 2631 E
6

7

9 13 G# 41 8 E B3 B ¢ 105 ) o#
0 14 A 1 87 F 14 554 G| 106 3520 A
I 15 A# H] ] F# 15 587 D 107 31 A#
12 15 B 44 98 G 16 622 D# 108 3951 8
13 I6 C 45 104 G# n 659 | E 109 4186 C
14 17 (# 46 1o A 18 698 f 1 4435 C#
5. 8 D 41 1" AH# 19 M0 F# 1} 4699 b
{7 1 E 4% 131 ¢ 8l 83 G# 13 5114 E
it 1 F 50 139 (# 82 880 AL 14 5588 F
14 n |%:3 51 147 D 8 m A% 113 5920 F#
1o pi| G 5 1% D# 84 988 B | Ilé 6172 G
2 % |G#E Y} 53 165 E 1) 1047 C 1 6645 G#
o pi A 54 175 F ] 1109 (# 18 | 7040 A
B B | M SS 185 | | &7 17s D "y j 1459

1319 831 C
6 35 # 58 m A % 1391 8870 | C#
7 3 D 5 133 At 9 1480 139 D
28 19 D# 60 M1 B 9 1548 9956 | D#
p4) 4 E 61 162 C 3 1661 | G# 125 10548 E
30 4 f 62 m # 94 1760 A 126 1175 F
3l 46 F# 63 19 D 95 i865 | A# 7 Hed0 | F#
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L1 FORMANT FILTER LEVEL EDIT

o o
RS

A023 -Launcher, S DFL

- Bdit Group,
20 Band

"Band 49

Level 127

Bias +10

AANA

L3 NEXT
L4 PREVIOUS
These buttons select the next or previous group.

RlI EDIT GROUP _ :

- The filter bands can be grouped into the following categories. The bracket
underneath the bars show which filter bands are selected. The range can be
adjusted with the Band control, the level of the selected band with the level
control. g . :

"~ GRAPHIC EQ
An eight-band graphic EQ, which creates the typical elliptical EQ pattern in
each band. :

. 20 BAND '
Operates on 20 of the 128 formant filter bands at one time.

I5 BAND
Operates on 15 of the 128 formant filter bands at one time. -

10 BAND .
Operates on 10 of the 128 formant filter bands at one time.

5BAND _
Operates on 5 of the 128 formant filter bands at one time.

- ALL
All 128 Bands.

EACH :
Only the selected frequency band, shown by the arrow under the display.

R2. BAND
_ The range of the filter band to be controlled can be adjusted using the Band
control. The bracket shows the selected range.

R3 LEVEL
This adjusts the level of the selected band.

R4 BIAS _
* The frequéencies of the entire formant filter can be moved up and down using
the Bias control. ' '
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L2 FORMANT FILTER LEVEL COPY

This copies the formant filter settings from a Single patch in memory into the current
Single patch.

A023 Launcher

> Single No.
> Source No.

~.

LI SINGLE NUMBER
This sets the patch to copy the formant filter level settings from.

L2 SOURCE NUMBER
This sets the source from the Single patch (selected above) to copy from.

F2 -F7 DESTINATION SOURCE
Press the Source function key to select which source the filter settings will be
copied to. The display shows the destination as --> SRC#.

F8 EXECUTE
Press this to make the copy.

FORMANT ENVELOPE (DFE)

The formant filter can be swept up and down using an envelope generator or LFO,
" selected from this screen.

A023 Launcher DFE Menu |

§> Envelope Mode LFO Mode <

> DFE Envelope Edit LFO Bdit <

s1 alls2 pfls3 allsa Al_SS--”SG-—l
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Formant Envelope Sweeps the Filter Up and Down

Formant Filter

Formant
Envelope

L2 DFE ENVELOPE EDIT

This page contains the parameters for the Formant Filter Envelope. There is one enve-
lope per source.

The envelope diagram shows the visual result of the envelope settings on the page.

A023 Launchi > ' ) DFE /
DC DC RLS j \ :

> Lvl +63|+63 0

; fatarazlidzlizzl o) R |

> nv + Velo D t < N

> DecayeEoop LP2 KS Dep%g 0 < o QX
52 |[53 Al alfs5-1[s6-] \

" LI LEVEL

Press L2 to cycle through the level setlings for Attack, Decay 1, Decay 2, and
Release. Use the Value dial to change the setting.

L2 RATE _ '
Press L3 to cycle through the time settings for Attack, Decay 1, Decay 2, and
Release. Use the Value dial to change the setting.

L3 ENVY DEPTH
This is the master envelope depth control, which determines how much the
envelope controls the filter.

L4 DECAY LOOP
To enhance motion in the sound, the harmonic envelopes can loop among
several settings during the sound’s sustain. See the diagram on page 42.

OFF
No loop. Envelope goes to the Decay 2 Level and sustains there, the same as
the envelopes for the DCF and DCA.
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LP1
Loops between Decay 1 Level and Decay 2 Level, at the Decay 2 Rate.

LP2
Loops between Decay 1 Level and Decay 2 Level, but uses both Decay 1 and
Decay 2 Rates.

R3 VELO DEPTH

- The key velocity can be used to adjust the amount of filter modulation by the
- envelope. With a positive value, the harder a key is played the more the filter

will be moved by the envelope.

R4 KS DEPTH :
The key scale (which key is played) can also be used to ad]ust the amount of
filter modulation by the envelope. With a positive value, the hlgher the note,
~ the more the filter will be moved by the envelope. :

R2 LFO EDIT

A023 Launcher DFE LFO .

LFQO Shape TRI <
LFO Speed 72 <
LFO Depth 63 <

|sz PHS3 2|52 AHss--Hss—J

R2 LFO SHAPE
This selects the LFO waveform type: .

TRI
Triangle

SAW
Sawtooth

RND
Random

R3 LFO SPEED
Sets the LFO speed.

R4 LFO DEPTH
Sets the initial LFO Depth.
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MORF

Morfing lets you create new harmonic shapes by dissolving between four different
harmonic snapshots. This is done by copying four sources from patches stored in the
K5000R.

Sustain

p3 P4 Total Gain
1] 10 Harm Group
5—% -8 K8 To Gain

L2 SINGLE
This selects which patch the source will be copied from. Press this key repeat-
edly to cycle through the four phases (P1 — P4).

L3 SOURCE
This selects the source within the single patch (selected by L2} to copied. There
are up to six sources, each of which contains a soft harmonic set (S), and a
loud harmonic set (L). Press this key repeatedly to cycle through the four
phases (P1 - P4).

L4 TIME
The transition between phases.

RI TOTAL GAIN
The loudest harmonic will be set to this level, so it functions as a master level.

R2 HARMONIC GROUP
This selects the range of harmonics, 1-64 or 65-128.

R3 KSTO GAIN
Controls the level with the Key Scale. With a positive value, the harmonics
will get louder as higher notes are played on the keyboard.

R4 P3>P2LOOP
If OFF, the harmonics will move according to the selected on this screen, however
they will freeze once the sustain point is reached. By turning ON the P3>P2 Loop,
the harmonics will morf back and forth between phase 2 and phase 3 during
sustain, creating constant motion and a more animated sound.

F8 EXECUTE
Creates the Morf.
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LFO & COPY

The Low Frequency Oscillator is a slow moving (sub-audio) oscillator that is used to
modify the DCO, DCE, or DCA to give vibrato and tremolo effects.

A :Source Copy function is also included on this page.

\ AO001l Runner LFO /
\> Waveform TRI Fade In time 127 < /
> Sp?ed . %%; Fade In to SP 63 <

> Dela Onse
- ¥ Source Copy < <

/ [s1 plls2--][s3 allsa alls5--|ls6--|[More|

LI WAVEFORM
This selects the LFO waveform type:

SIN
Sine

TR
Triangle
SAW
Sawtooth

SQR
Square
RND
Random

L2 SPEED
Sets the LFO initial speed. The range is 0.1Hz to 18Hz.

L3 DELAY ONSET
This adds a delay before the LFO kicks in. The delay can be as long as 2
seconds.

Rl FADE INTIME
After the delay, this sets the amount of time that the LFO fades in to maxi-
mum amount.

R2 FADEINTO SPEED
After the delay, the LFO gradually speeds up to the initial speed setting.
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R3 SOURCE COPY :
This lets you copy an entire source from another patch.

\ A001 Runner Source Copy
> Single No. AQ36

~“5 > Source No 1 -j>:SRC1

LI SINGLE NUMBER
Select the Patch to copy from.

... L2 .SOURCE NUMBER :
Select the Source from within the selected patch to copy from, 1 - 6.

F2 - F6 Selects the destination source (in the current patch) for the copy.

F8 EXEC
Executes the copy.

LFO MODULATION

2001 Runner LFO Mocdulation

> Vibrato(DCO)
> Growl(DCF)
> Tremolo(DCA)

to Vibrato W <
to Growl :
to Tremolo #EE#

Back|[s1 plls2--][s3 A”S4-ﬁ”85--”86-4

LI VIBRATO (DCO)
Controls the amount of LFO routed to the DCO Wthh causes vibrato.

- L2 .. GROWL (DCF)
Controls the amount of LFO routed to the DCF which causes growl.

L3 TREMOLO (DCA)
: Controls. the amount of LFO routed to the DCA Whlch causes tremolo.

Rl KEY SCALETOVIBRATO
This scales the amount of vibrato depth according to the key played. With a
positive value, the amount of vibrato increases as higher notes are played.

R1 KEY SCALETO GROWL
This scales the amount of DCF growl according to the key played. With a
positive value, the amount of growl increases as higher notes are played.

R3 KEY SCALETOTREMOLO
This scales the amount of tremolo depth according to the key played. With a
positive value, the amount of tremolo increases as higher notes are played.
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CONTROL

The Control pages contain settings for real time control of the sound.

VOLUME, PITCH BEND, PAN

\ 4023 Launcher ~ ° ) Control
> Volume Bender Pitch :

™~ > Key On Delay '
] = |> Effect Path.

7

'Bender. - Cutoff
Pan Ty .
Pan Va ue

AAAA

LI VOLUME o _
This is the master volume for the sound source.

L2 KEY ON DELAY
This sets a delay between the time the key is struck and’ the sound starts.

L3 EFFECT PATH
Routes this source to one of the four inputs to the effects sectlon For more on
effects please see page 61

Effect Path routes the source
to one of these Effect inputs

Rl BENDERPITCH
The maximum amount of pitch bend, in semitones.

R2 BENDER CUTOFF
The Pitch Bend control also can affect the filter. If you bend up, the filter cujoff
goes up and the sound gets brighter. If you bend down the filter cutoff goes
down and the sound gets darker.

R3 PANTYPE
This sets the type of panning.

NRM  (Normal) is a standard left to right pan, controlled by the Pan Value,
below.

RND  (Random) changes the panning randomly for each note played. This
gives a feeling of an “ensemble of players” when used for a string
patch, for example. '

KS & -KS{Key Scale and Negative Key Scale) changes the panning depend-
ing upon the key played. KS pans from left to right, -KS pan from
right to left. Using KS will simulate the natural panning of strings
inside a piano.

REFERENCE SECTION » SINGLE SECTION - - ST . 53



R4 PANYVYALUE
Places the sound left to right in the stereo field.

~F8 MORE
Press to go to the Zone screen, below.

KEY AND VELOCITY ZONE

—
A023 Launcher Control

> Zone Lo C#-2
> Zone Hi D# 8
> Velo Sw OFF
> Value 68

@ml?z-—lls3 al[sz allss--|[se--][more]

\\//

This screen has parameters for key and velocity range. Using these parameters, a
sound can be limited to play in only a certain range of the keyboard, or only when
a key is played hard or soft. By creating several sources, for example, one that plays
on soft notes only and another that plays on hatd notes only, a sound can be
created with more lifelike variation.

L1 ZONELO . :

Sets the lowest note that will be played. The keyboard gréphic visually shows
the range. -

L2 ZONEHI
Sets the highest note that will be played.

L3 VELOCITY SWITCH
Sets the velocity range. At Loud, only hard (loud) notes will sound. At Soft,
only soft notes will sound. When set to OFF, the velocity switch is turned off
and notes play at all velocity levels.

L4 VALUE :
Sets the threshold between high and low velocity. This is the MIDI velocity
number.

FI BACK

Press to return to the previous screen.

F8 MORE
Press to go to the controller screen, below.
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CONTROLLERS

The next two screens contain settings for aftertouch pressure, modulation wheel,
and expression pedal control of the sound. Following these is a screen for Assign-
able Controllers. :

A023 Launcher Controller

Press Modulation Wheel Modulation
> Destl Cutoff Destl Vibrato DP <
> Depthl +15 Depthl. +31 <«
> Dest?2 FF Bias Dest2 Pitch <« ~—
> Depth2 +2 Depth2 0 < ;
Back”Sl PHE’--”SB A||§4 A||S5—-|EG--I|More| \

PRESSURE MODULATION

Channel Pressure, or afterfouch, can be routed to two destinations simultaneously
(actually a third destination is possible by using the Assignable Controllers, page 58).

L1 DESTINATION |
Selects the destination for the modulation. The destinatior can be any of those
listed below.

L2 DEPTH I :
Sets the amount of the modulation. This can be positive or negative.

L3 DESTINATION 2
Selects the destination for the modulation. The destination can be any of those
listed below.

L4 DEPTH2
' Sets the amount of the modulation. This can be positive or negative.

WHEEL MODULATION

The Modulation Wheel can be routed to two destinations simultaneously (actually
a third destination is possible by using the Assignable Controllers, page 58). The
Modulation Wheel is MIDI Controller 1.

RI DESTINATION | _
Selects the destination for the modulation. The destination can be any of those
listed below.

R2 DEPTH |
Sets the amount of the modulation. This can be positive or negative.

R3 DESTINATION 2
Selects the destination for the modulation. The destination can be any of those
listed below.

R4 DEPTH2
Sets the amount of the modulation. This can be positive or negative.
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Fi

F8

BACK

Press to return to the previous screen.

MORE

Press to go to the expression pedal modulation screen, below.

EXPRESSION PEDAL

This screen contains settings for control of the sound when the KSOOOR receives the
expression pedaI message (MIDI controller 11).

L]

L2

L3

L4

F1

F8

A006 Reznator
Expression Modulation
,~\\§ > Destl : _ Level
’ > Depthl +31

> Dest2

Pitch

> Depth2 ) +31
'/|Back”51 p||52--||s3 A”S4 allss--|

listed below.

DEPTH 1

. DESTINATION | ‘
. ‘Selects the destination for the modulation. The destination can be any of those

Sets the amount of the modulaﬁon. This can be positive or negative.

DESTINATION 2

listed below.

DEPTH 2

- Selects the destination for the modulation. The destmatlon can be any of those

Sets the amount of the modulation. This can be positive or negative.

BACK

Press to return to the previous screen.

MORE"

Press to go to the Assignable Controller screen, below.

MODULATION DESTINATIONS
Any of the modulation sources on these pages can be routed to any of the following
destinations:

PITCH

‘Modifies the pitch. Witha posmve value, increasing the control makes the pitch go up,

with a negative value, increasing the control makes the pitch go down.

CUTOFF

Modifies the filter cutoff. With a positive value, increasing the control makes the
sound brighter, with a negative value, increasing the control makes the sound

darker.
LEVEL

Modifies the volume. With a positive value, 1ncreasmg the control makes the
sound louder, with a negative value, increasing the control makes the sound

softer.
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VIBRATO DEPTH '
Adds Vibrato (LFO controls pll:Ch) This parameter sets the amount of vibrato.

GROWL DEPTH
Adds Growl (LFO controls filter). This parameter sets the amount of growl.

- TREMOLO DEPTH
Adds Tremolo (LFO controls volume) ‘This parameter sets the amount of
tremolo.

LFO SPEED

Modifies the LFO speed With a positive Value, increasing the control makes
the LFO faster, with a negatlve value, increasing the control makes the LFO
slower. -

ATTACKTIME = ‘
Controls the DCF & DCA Attack tlme With a posmve value, a higher key will
have a longer attack time and a lower key will have a shorter attack time.

. DECAY1.TIME
Controls the DCF & DCA Decayl time. Wlth a posmve value, a higher key will
have a longer decay time and a lower key w1ll have a shorter time.

RELEASE TIME
" Controls the DCF & DCA Release time. With a p031t1ve vaIue, a higher key will
have a longer release time and a lower key will have a shorter time.

VELOCITY OFFSET
Scales the velocity, plus and minus. -

RESONANCE
Controls the amount of filter resonance. .

PANPOT
Controls the Left/Right panning of the sound

- FORMANT FILTER BIAS
This control adjusts the Formant Filter Bias.

FORMANT FILTER ENV/LFO DEPTH e
This control adjusts the Formant Filter LFO Depth.

FORMANT FILTER ENV/LFO SPEED -
This control adjusts the Formant Filter LFO Speed.
HARMONICS LO ' '

Controls the level of the lower harmonics. This does not adjust the low notes,
rather it adjusts the low end of any note. '

HARMONICS Ht
Controls the level of the upper harmomcs This does not adjust the high notes,
rather it adjusts the high end of any note.

HARMONICS EVEN
Controls the level of the even harm()nics.

HARMONICS ODD -
Controls the level of the odd harmomcs mcludmg the fundamental or base pitch.
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ASSIGNABLE CONTROLLER

Two additional controllers can be used for modulation. The controllers are as-
signed from the following screen.

\ BR006 Reznator Assignable Contrecller

\_> Socurcel Bender Source2 Ch Press
> Destl Pitch Dest2 Vibrato Dp
1> Depthl +31 Depth2 +12

LI SOURCEI
Selects the source for the modulation. The source can be any of those listed
below. ' '

L2 DESTINATIONI
Selects the destination for the modulation. The destination can be any of
those listed on page 56.

L3 DEPTHI
Sets the amount of the modulation. This can be positive or negative.

Rl SOURCE2
Selects the source for the modulation. The source can be any of those listed
below.

RZ DESTINATION2
Selects the destination for the modulation. The destination can be any of
those listed on page 56.

R3 DEPTH2 _ .
Sets the amount of the modulation. This ¢an be positive or negative.

ASSIGNABLE CONTROLLER SOURCES :
The following sources can be used for modulation:

BENDER
The Pitch Bend wheel.

CH PRESS (CHANNEL PRESSURE)
Aftertouch pressure (per channel).

WHEEL
The Modulation Wheel

EXPRESS (EXPRESSION PEDAL)
The Expression Pedal, MIDI Controller 11

MIDIYOLUME
The MIDI Volume command, MIDI Controller 7

PANPOT
The MIDI Pan command, MIDI Controller 10

G CONT | ~ 8 (GENERAL CONTROLLERS |~ 8)
The eight MIDI General Purpose Controllers - controller numbers 16-19
& 80-83.
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WRITE

After editing, save your sound by pressing the WRITE button in the COMMON
section of the front panel. The following screen appears.

\ L001 Runner
‘ | Write

1> Disk Write

/

Delete <

LI WRITE

This saves your patch to the internal memory area.

A0Q01l Runner

["4#8588" ()*+,-./0123456789:;<=>7
@ABCDEFGHIJEKLMNOPQRSTUVWXYZ[ 1~_
‘abedefghijklmnopgrstuvwxyz{|1-

(—1>1 Runner [Exed

Rl WRITE LOCATION
Use the Value dial to select a location to save your patch.

NOTE:
If the message “Memory Full” appears on the display, select another bank (A
or D) or use the Disk Write function (below) instead.

F1/F2 CHARACTER
This names the patch. Use the F1 and F2 keys to select a character in the name
(moves the cursor), and the Value dial to select a letter.

F8 EXECUTE
Stores the patch.

L3 DISKWRITE
You can also write ADD Patches to disk. This is useful if your internal memory is full.

AO0OQl1 Runner Disk Write

I "$485%8  (1*+,-./0123456789:;<=>7
@ABCDEFGHIJKLMNOPQRSTUVWXYZ[ ]"_
‘abedefghijklmnopgrstuvwxyz{}{])-

1> Runner . [
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F1/F2 CHARACTER
This names the file on the disk. Use the F1 and F2 keys to select a character in
the name (moves the cursor), and the Value dial to select a letter.

F8 EXECUTE
Press Execute to save the file. It will be saved with the file extension shown
after the name.

Rl DELETE

Since there is not a fixed number of ADD patches in the Smgle Bank, you may need
- to delete patches to make room for new ones.

AOOl Runner ) Delete

Delete

and will NOT be backed up.

Exec

Use the Value dial to choose the patch to delete, and press F8 (Execute) Sure? Press
F8 to continue.
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'EFFECT SECTION

The Effect section contains the settings for the digital effects generator.

There is one Effect generator for the entire K5000. When in Single mode, the entire effect
generator is available for the sound. When in Multi mode, the effects settings of the
~ Single patch are disregarded, and the Multi effects settings are used instead.
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EFFECT PAGE PARAMETERS

The main effects page displays a block diagram of the algorithm selected.

Effact
123456 Algorithm 1

|A|9 I E1 [ E2 ][ E3 ]| E4 l[Rev ||GEQ]]| CtrI |

VALUE DIAL ALGORITHM SELECT
The algorithm can be selected by turning the Value dial. In Single mode, press
RI to access the Algonthm select. : .

- FIL ALGORITHM PAGE

Returns'to the Algorithm- 15age, this page, from other effects pages.

" F2." EI (EFFECT I)

Goes to the edit parameters for the Effect 1 block. Any of the effects blocks can
be assigned one of 36 different effects, which include a variety of delays,
chorus, flanging, and distortion. The available controls vary from one effect to
another.

See pdge 67 for a description'o'f the 36 available efféct'types.
F3 E2 (EFFECT2) - o
. Goes to the edit parameters for the Effect 2 block

F4 E3 (EFFECT 3)
Goes to the edit parameters for the Effect 3 block.

F5 E4 (EFFECT 4)
Goes to the edit parameters for the Effect 4 block.

Fé6 REVERB
Goes to the edit parameters for the Reverb block. The reverb block can be
assigned one of 11 different reverb types, which include a variety of rooms,
halls and, plates. The available controls vary from one reverb type to another.

See page 92 for a description of the available reverb types.

F7 GRAPHICEQ
Goes to the edit parameters for the Graphic EQ block.

2001 ABCDEFGH Graphic EQ

THL+444
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Use the F2 through F8 keys to select an EQ band, and the Value dial to change
the amount. The slider will change to visually indicate the setting, the number
underneath shows the exact amount.

F8 CONTROL (SINGLE PATCH ONLY)
Goes to the Effect Controller page, below. Two controllers can be used to
control effect or reverb depth. An expression pedal could be used to add reverb
or aftertouch pressure could be used to add chorusing.

M0l NewWorld

Effect Controller

\> Sourcel °~ Bender Source2 Ch Press
> Destl E1 Dry/Wet Dest2 RV Dry/Wetl
> Depthl +31 Depth2 +12

LI SOURCEI
- Selects the source for the modulation. The source can be any .of those listed
below.

L2 DESTINATION |
Selects the destination for the modulation. This can be the level of the reverb,
or a modulatable parameter in one of the four effects blocks (Effectl — Effectd).

L3 DEPTHI
Sets the amount of the modulation. This can be positive or negative.

Rl SOURCE2
Selects the source for the modulation. The source can be any of those listed
below.

R2 DESTINATION2
Selects the destination for the modulation. This can be the level of the reverb,
or a modulatable parameter in one of the four effects blocks (Effect] — Effect4).

R? DEPTH2
Sets the amount of the modulation. This can be positive or negative.

MODULATION SOURCES
The sources that can be used to control the effects are:

BENDER
The Pitch Bend wheel.

CH PRESS (CHANNEL PRESSURE)
Aftertouch pressure (per channel).

WHEEL
The Modulation Wheel

EXPRESS (EXPRESSION PEDAL)
The Expression Pedal

MIDIVOLUME
The MIDI Volume commend, MIDI Controller 7

PANPOT
The MIDI Pan commend, MIDI Controller 10
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G CONT | ~ 8 (GENERAL CONTROLLERS |~ 8)

The eight MIDI General Purpose Controllers — Continuous Controllers 16-19 &
80-83.

SOURCE ASSIGNMENT GRID (SINGLE PATCH ONLY)

In Single mode, the Source Assignment Grid on the left side of the screen is used to

connect the (up to) six sources in each patch to the four inputs of the effect algo-
rithm.

Press any of the left hand buttons to access the Source Assignment Grid.

/Source Number (Use Value dial to Change)

M

Input Assignment (Use LI — L4 to change)
Shows source | assigned to input 3

VALUE DIAL

Lt

L2
L3

L4

Selects which source to assign. Sources 1 through 6 are displayed, but only the
sources actually used in the Single patch can be assigned.

INPUT | ASSIGN

INPUT 2 ASSIGN

INPUT 3 ASSIGN

INPUT 4 ASSIGN

After selecting a source with the value dial, press the L1, L2, L3, or L4 buttons

- to assign that source to input 1, 2, 3, or 4, respectively. The number 1, 2, 3, or

4 is displayed in the column indicating its assignment.
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ALGORITHMS

Anatomy of an Effect Algorithm

Input | o Main Gut _
with all 4 Effects, Reverb and EQ

to Input 2

Source 4 : N\ 3 to Main 0 :
to Input 4 !».?iI::tEffé;s ]a&l?l, " . \Reverb_ Block

Reverb and EQ' .

with no effects

Effects Blocks :
Input 2 to Main Qut
Fffect Input Channels \ ./ vith ony hevt and £Q
Source { AL Ru-nqé ; Effect L o
Assignment %234 56 1lt /Algorithrtn 1 - Graphic EQ Block
D oGrd (> 1---o-
6rid 12 22120 2 Main Out
Sources 2 & 513 _ 3 4 - 2 % < Individual Qut

N Input 4 to Individual Out

The Value dial (R1) selects the effect algorithm to be used. There are four different
algorithms available, and the arrangement of the effects blocks varies depending

upon the algorithm chosen.

There are four input channels into the effects algoﬁthms. In Single mode, the left of
the block diagram shows the Source Assignment Grid, with controls routing of each

source to the input channels. In Multi ot Compose mode, the assignment of each

single section to the four input channels is controlled by the Effect Path function in

the Section menu.

ALGORITHM |

rAgg%4§ghner ‘ L Efgect
. Algorithm 1

> 1----- % E1E2] L

> -2----

> —-3;-- i——« IGEQ}—M

> ---4-- 1

aig || E1 |[ B2 || B3 || E4 ”Rev lleeg |[ctri]

Input 1 passes through all four effects blocks, on its way to the reverb, EQ and main

outputs. It merges with input 3 after the second effects block.

Input 2 goes directly to the reverb block, EQ, and main outputs. It has its own wet/

dry mix in the reverb block.

Input 3 passes through two of the four effects blocks, on its way to the reverb, EQ

and main outputs.

Input 4 goes directly to the Individual outputs without any effect, reverb or EQ. This is

useful for sending sounds directly out of the K5000R for external signal processing,
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ALGORITHM 2

01 Runner o ’ ‘ Effect
23456 Algorlthm

|28

> 1----- 141}

> “2---- 2

> ~-3--- 2 FEl [cEQl—M
> ---d-- _ , I

21g || 21 || 2 |[ E3 || B4 |[rev lcEQ {lctri

In this algorithm, each input goes through its own effects block, then the four are
paired together for reverb and EQ. :

ALGORITHM 3

A001 Runner ' Effect
123456 Algorithm. 3

> 1-----

> =2==--- 2

> =-3--- 3 EB

> ---4-- 4

‘Alg ” El ” E2 H E3 ” E4 HRev l{ceg HCtrﬂ

In this algorithm, each input goes through its own effects block, then 1, 2, and 3
are Multined for reverb and EQ. :

Input 3 has its own wet/dry mix in the reverb block.

After passing through its effect, Input 4 goes directly to the Ind1v1dual outputs. This
could be useful for a Bass sound runmng through a phaser but w1thout reverb.

ALGORITHM 4

M5y g gortha’h
Algorithm

> 15--—— 1

> -2---- 2 +

> tT3iin i IGEQ]

> ---4--

aig [ e1 [ E2 [ E3 ][ B4 |[Rev |IGEQ

Input 1 passes through the E1 and E2 effects blocks, on its way to the reverb, EQ)
and main outputs. It merges with input 2 after the second effects block.

“Input 2 goes directly to the reverb block, EQ, and main outputs.

Input 3 passes through E3 and E4 of the four effects blocks, on its way to the reverb,
"EQ and main outputs. It has its own wet/dry mix in the reverb block.

Input 4 goes directly to the Individual outputs without any effect, reverb or EQ.
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EFFECT TYPES

The four effects blocks represent individual effects. Any of the effects blocks can be
assigned one of 36 different effects, which include a variety of delays, chorus,
flanging, and distortion. The available controls vary from one effect to another.

EARLY REFLECTION |
EARLY REFLECTION 2

((M01 NewWorld E1l
> Type Early Ref.2 Slope 1
> Dry/Wet 30/ 70 PreDly Time 5ms

Feedback 10

B8
\\//

LI TYPE
Selects the type of effect. Early Reflection 1 has a shorter reflection time than
Early Reflection 2.

Rin Dry R out
[s; = B—O0
Feed Back
Wet
L] PreDelay Early Ref
Feed Back
Wet
—‘—’I PreDelay Early Ref
Lin Dry L out
o
Level Level

Pre Delay

0

L2 DRY/WET
Controls the ratio between the original sound (dry) and the effected sound (wet).

Rl SLOPE
This softens the reflection by changing the delay amplitudes. See diagram.
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R2

R3

PREDELAY TIME

The amount of delay time before

FEEDBACK

the effect.

Amount of delay looped back into the input. This creates a repeating delay.

TAP DELAY |

TAP DELAY 2

Li

M0O1 NewWorld

> Fype

Tap Dlgl
> De 0

ay Level 1

El
Dly Time 1 150m$
Tap Level 90
Dly Time 2

Feedback

AN

[

~J

w

g

on
E— AAAA

7

P

TYPE
Selects the type of effect.

TAP DELAY |

Rin
e,

Dry .R;mt

Feed Back
<]

& Delayl TagZ
Tapl
=

Feed Back .

<}
b T

Tap2 i
Tapl " Delay Level

—
Tap Level

Delay Leved

Tap Level

Ti= Tap:1 Delay Time
T: = Tapa Delay Time

I, Time

DELAY LEVEL

Master level of this effect block.

DELAY TIME 1
The delay time for delay 1.

TAP LEVEL
The level of delay 1.

DELAY TIME 2
The delay time for delay 2.

TAP DELAY 2
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R4 FEEDBACK
Amount of delay looped back into the input. This creates a repeatmg delay
The original sound (input} and Delay 1 are repeated together at the delay 2
time.

SINGLE DELAY

: Thls effect has a single delay, with a fine time adjustment for synchmmzmg to the beat.

\ MOl NewWorld — ®1 Y}

\ > ":Tyﬁe ‘ Single Dly D.Time Fine  0m§ <
> Delay Leve 5 D.Time Crs 1050mS <

— Feedback 50 < . B

E ’ G
/[Mgn w1 1[E2 1[5 [ &t |[Rev][ crolfceza] \

2 3 g,

B

L1 TYPE :
Selects the type of effect.

Rin R out
[=; 4 O
Feed Back
<]
] H Delay Level
b 2
Lin : *- Lot
[s, < O

Delay Time = Delay Coarse + Delay Fine

L2 DELAY LEVEL
Master level of this effect block.

Rl DELAY TIME FINE
Adjusts the delay time in 1 mS 1ncrements from 0-9 mS

RZ DELAY TIME COARSE
AAd]usts the delay hme in 10mS mcrements from 0 1270 mS (1.27 seconds)

R3 FEEDBACK
Amount of delay looped back into the input. This creates a repeating delay.
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DUAL DELAY

This effect has two delays, panned hard left and right.

[ M01 NewWorld - E1 /
> Type Dual D1 Dly Time L 150mS <
> Delay Level 2 gcfedl%ack L 23060 < /
. : y Time R ms <
Feedback R 50 < t

LI TYPE

Selects the type of effect:
Rin Rout
e} - $—o0
Feed BackR
Delay Level
DelayR o

Delay Level

Lin L out
[&; O

L2 DELAY LEVEL
Master level of this effect block.

R} DELAYTIME LEFT
Adjusts the delay time from 0 - 720mS.

R2 FEEDBACK LEFT
Amount of delay looped back into the input. This creates a repeating delay.

R3 DELAYTIME RIGHT
Adjusts the delay time from 0 - 720mS.

R4 . FEEDBACK RIGHT :
“Amount of delay looped back into the input. This creates a repeating delay.
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